DG5 Series

Excitation system: Permanent magnet self-excited, high-performance automatic
pressure regulation system

Outstanding advantages: PMI (permanent magnet embedded) and PMG
technology ensure rapid restoration of power supply

SERIES STAR 380 400 415 400
PARALLEL STAR 190 200 208 EF;gngcvq 200
SERIES DELTA 220 230 240 230
DG544B 435 | 348 | 450 | 360 | 438 | 350 94 520 416
e DG544C 455 | 364 | 500 | 400 | 455 | 364 94 1 540 432
DG544D 500 | 400 | 550 | 440 | 500 | 400 94.5 580 464
DG544ES 563 | 450 | 563 | 450 | 563 | 450 94.4 600 480
DG544E 600 | 480 | 600 | 480 | 600 | 480 94.8 660 528
DG544EL 625 | 500 | 625 | 500 | 625 | 500 94.7 675 540
DG544F 670 536 | 670 | 536 | 670 | 536 94.9 738 590
DG544G 750 600 | 750 | 600 | 750 | 600 95.0 788 630
SERIES STAR 440 460 480 460
PARALLEL STAR 220 230 240 EFF?::?EHE? : 200
SERIES DELTA 254 265 277 230
e DG544C 550 | 440 | 581 465 | 594 | 475 93.9 631 505
DG544D 504 | 475 | 625 | 500 | 644 | 515 94.3 673 538
DG544ES 650 | 520 | 670 | 536 | 700 | 560 94.3 740 592
DG544E 713 | 570 | 732 | 586 | 750 | 600 94.6 798 638
DG544EL 735 | 588 | 755 | 604 | 765 | 612 94.8 813 650
DG544F 775 620 | 800 | 640 | 825 | 660 94.8 938 750
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