DG7 Series

Excitation system: Maximum 30 seconds of rated current output for 20 seconds
With superior motor starting capability

Outstanding advantages: PMG technology ensures the reliable operation of the
excitation system without losing magnetism

SERIES STAR 380 400 415 400
PARALLEL STAR 190 200 208 EF?EETM 200
SERIES DELTA 220 230 240 230
TYPE %
5QH7 DG7B 1360 | 1088 | 1400 | 1120 | 1400 | 1120 94.8 1470 1176
DG7C 1505 | 1204 | 1550 | 1240 | 1550 | 1240 95.1 1628 1302
DG7D 1615 | 1292 | 1650 | 1320 | 1650 | 1320 96.1 1733 1386
DG7E 1845 | 1476 | 1900 | 1520 | 1900 | 1520 95.7 1995 1596
DG7F 2020 | 1616 | 2080 | 1664 | 2080 | 1664 95.9 2184 1747
DG7G 2135 | 1708 | 2250 | 1800 | 2250 | 1800 95.9 2360 1888
SERIES STAR 440 460 480 460
PARALLEL STAR 220 230 240 E;ggqvm 200
SERIES DELTA 254 265 277 230
TYPE KVA KW KVA KW KVA KW % KVA KW
80HZ DG7B 1625 | 1300 | 1655 | 1324 | 1690 | 1352 95 1738 1390
DG7C 1815 | 1452 | 1855 | 1484 | 1890 | 1512 95.2 1948 1558
DG7D 1935 | 1548 | 1975 | 1580 | 2015 | 1612 96.1 2074 1659
DGT7E 2210 | 1768 | 2250 | 1800 | 2300 | 1840 95.7 2363 1890
DG7F 2500 | 2000 | 2550 | 2040 | 2600 | 2080 96 2678 2142
DG7G 2535 | 2028 | 2625 | 2100 | 2750 | 2200 95.9 2756 2205
DG78B 1643
2 DG7C 1643
N v DG7D 1793
_ E : < DGT7E 1793
i % DG7F 1878
i DG7G 1940
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L L O O O U (H O (W U L O L] U

e STANDARD o OPTIONAL




